CENTER LINE
ELECTRIC DUCT

24 N

———— 36” —_—

—

NATURAL GAS DUCT

CLEAR
ZONE

i
TELE DUCT/

12’1

(SDR 35) /—™] MN
CATV DUCT
(SDR 35)

RED WARNING TAPE
CENTERED OVER

ELECTRIC CONDUITS 3.

ELECTRIC
DUCTS
(SDR 35)

M

!

|

NOTES

(SDR 35) ! g

PROPERTY
LINE

CLEAR ZONE SHALL NOT CONTAIN
BACKFILL GRANULAR MATERIAL LARGER
THAN 1/4" IN DIAMETER.

TRENCH BED SHALL BE OF A SMOOTH,
UNIFORM GRADE, COMPACTED, AND FREE
OF STONES OR PROTRUSIONS LARGER
THAN 1/4". UNSUITABLE TRENCH BEDS
SHALL RECEIVE A 2" COMPACTED LAYER
OF "CLEAR ZONE" BACKFILL PRIOR TO
CONDUIT PLACEMENT.

ELECTRIC DUCT TO BE NEAREST DUCT
TO PROPERTY LINE.

CONDUIT END CAP COLORS ARE:
RPU-RED

CABLE TV-PINK

NW BELL TELE-BLAZE ORANGE
NATURAL GAS-YELLOW

CONDUIT NEEDING SURFACE ACCESS
SHALL BE DONE SO BY USING LONG
SWEEP BENDS.

A 4'x4" WOODEN POST, EXTENDING
ONE FOOT ABOVE GRADE, SHALL BE
PLACED BY THE UTILITY CROSSING
CONDUITS TO MARK THEIR LOCATION.
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